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‐ Compare  with  a 
free swell test 
First images
‐ The  annular  void  have  been 
filled in 2h30min
‐ The  filling  material  has 
different  state  than  the 
central material
‐ The  filling material  is a  loose 








view,  due  to  this  non 
homogeneity,  the  swelling 
pressure generated  radially 
will  be  compared  to  the 
axial one








‐ Investigate  the  recovery  capacity  of  compacted  bentonite‐sand 
mixture when considering a 14% of technological void
‐ Provide useful information about the effectiveness of field design
‐ Methodology:  Design  a  small  scale  (1/10)  of  the  in  situ  SEALEX
experiment model test 
Obvious effect of technological void
- The  hydraulic  conductivities  with      
technological void are higher than 
those  determined  in  constant 
volume condition
- That  evidences  the  preferential 
























① Karnland, O.,  Nilsson, U., Weber, H., and Wersin, P., 2008. Sealing ability of Wyoming bentonite pellets foreseen as buffer material‐Laboratory results. Physics and Chemistry of the Earth, Parts A/B/C, 33:S472–S475.
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With technological void (Casagrande method)
With technological void (Darcy's law - inflow)
Constant volume (Darcy's law - inflow,Gatabin 2008)
Constant volume (Darcy's law - outflow,Gatabin 2008)
②
Technological void
Sample
35 mm
38 mm
